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TDB 120 
Tyre Construction: Bias 

Type: Tube type / Tubeless 

Main Applications: Tractor 

TRA Code: R-1 
 

 

 

Salient Features:  

Wider Lugs: 
• Easy to penetrate the soil, generate optimum 

traction and ensure comfortable ride. 

 

Sturdy Sidewall Structure: 
• Provides resistance to external damage. 

 

Strong Nylon Carcass: 
• Safeguards the tyre against failures. 

 

 

 

 

 

 

 
*For more information about product range, please log on to our website – www.ascensotyres.com 

http://www.ascensotyres.com/


  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 

T: +91 22 4348 1600 • E: enquiry@ascensotyres.com • W: www.ascensotyres.com 

Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and Sustained 

Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

6.50-16 4.5 E 

175 760 349 2273 

  3.3 600 840 690 1290 840 690 600 560 

  48 1320 1850 1520 2840 1850 1520 1320 1230 

8PR 3.6 630 890 730 1360 890 730 630 590 

94 A8 52 1390 1960 1610 3000 1960 1610 1390 1300 

6.9 29.9 13.7 89.5 

  4 670 950 770 1450 950 770 670 630 

  58 1480 2090 1700 3190 2090 1700 1480 1390 

  4.4 720 1010 820 1540 1010 820 720 670 

  64 1590 2220 1810 3390 2220 1810 1590 1480 

8-16 6LB 

211 790 362 2363 

  1.6 540 750 620 1150 750 620 540 500 

  23 1190 1650 1370 2530 1650 1370 1190 1100 

  1.7 560 780 640 1200 780 640 560 520 

6PR 25 1230 1720 1410 2640 1720 1410 1230 1150 

8.3 31.1 14.3 93 

88 A8 1.8 580 810 660 1240 810 660 580 540 

  26 1280 1780 1450 2730 1780 1450 1280 1190 

  1.9 600 840 690 1290 840 690 600 560 

  28 1320 1850 1520 2840 1850 1520 1320 1230 

9.5-16 8 

241 845 384 2527 

8 PR 

98 A8 

2.2 750 980 840 1500 980 800 700 650 

32 1650 2160 1850 3300 2160 1760 1540 1430 

2.4 790 1040 890 1590 1040 850 740 690 

35 1740 2290 1960 3500 2290 1870 1630 1520 

9.5 33.3 15.1 99.5 

2.6 820 1080 920 1660 1080 890 770 720 

38 1810 2380 2030 3660 2380 1960 1700 1590 

2.8 860 1120 960 1730 1130 920 800 750 

41 1890 2470 2110 3810 2490 2030 1760 1650 

8-18 6.0 F 

211 841 387 2515 

  3.0 940 1320 1080 2020 1320 1080 940 880 

  44 2070 2910 2380 4450 2910 2380 2070 1940 

  3.3 1000 1400 1140 2140 1400 1140 1000 930 

12PR 48 2200 3080 2510 4710 3080 2510 2200 2050 

8.3 33.1 15.2 99.0 

109 A8 3.6 1050 1470 1210 2250 1470 1210 1050 980 

  52 2310 3240 2670 4960 3240 2670 2310 2160 

  3.9 1100 1550 1270 2370 1550 1270 1100 1030 

  57 2420 3410 2800 5220 3410 2800 2420 2270 

  



  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 
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Size 
Recomm

. Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum

. PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and Sustained 

Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

8.00-18 

HD 
6.0 F 

211 841 387 2515 

12PR 

116 A8 

3.6 1230 1610 1380 2650 1610 1380 1150 1035 

52 2710 3550 3040 5840 3550 3040 2530 2280 

3.9 1280 1680 1440 2760 1680 1440 1200 1080 

57 2820 3700 3170 6080 3700 3170 2640 2380 

8.3 33.1 15.2 99.0 

4.3 1360 1780 1520 2920 1780 1520 1270 1143 

62 3000 3920 3350 6430 3920 3350 2800 2520 

4.7 1430 1880 1610 2880 1880 1540 1340 1250 

68 3150 4140 3550 6340 4140 3390 2950 2750 

8.3-20 W6 

211 893 413 2671 

  1.8 580 810 660 1240 810 660 580 540 

  26 1280 1780 1450 2730 1780 1450 1280 1190 

  2 610 860 700 1310 860 700 610 570 

6PR 29 1340 1890 1540 2890 1890 1540 1340 1260 

8.3 35.2 16.3 105.2 

92 A8 2.2 640 900 740 1380 900 740 640 600 

  32 1410 1980 1630 3040 1980 1630 1410 1320 

  2.4 670 950 770 1450 950 770 670 630 

  35 1480 2090 1700 3190 2090 1700 1480 1390 

9.5-20 W8 

241 945 435 2827 

  1.7 740 1040 850 1590 1040 850 740 690 

  25 1630 2290 1870 3500 2290 1870 1630 1520 

  1.8 760 1070 870 1630 1070 870 760 710 

6PR 26 1670 2360 1920 3590 2360 1920 1670 1560 

9.5 37.2 17.1 111.3 

99 A8 1.9 780 1100 900 1680 1100 900 780 730 

  28 1720 2420 1980 3700 2420 1980 1720 1610 

  2.1 830 1160 950 1780 1160 950 830 775 

  30 1830 2560 2090 3920 2560 2090 1830 1710 

 

  



  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 
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Size Recomm. Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and 

Sustained Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

11.2-20 W10 

284 1002 458 2997 
 

 

8PR 

107 

A8 

 

 

  

1.8 890 1250 1020 1910 1250 1020 890 830 

26 1960 2750 2250 4210 2750 2250 1960 1830 

2 940 1320 1080 2020 1320 1080 940 880 

29 2070 2910 2380 4450 2910 2380 2070 1940 

11.2 39.4 18 118 

2.2 1000 1400 1140 2140 1400 1140 1000 930 

32 2200 3080 2510 4710 3080 2510 2200 2050 

2.4 1040 1460 1200 2240 1460 1200 1040 975 

35 2290 3220 2640 4930 3220 2640 2290 2150 

11.2-20 

SB & SG 
W10 

284 1002 458 2997 

  1.8 890 1250 1020 1910 1250 1020 890 830 

  26 1960 2750 2250 4210 2750 2250 1960 1830 

  2 940 1320 1080 2020 1320 1080 940 880 

8PR 29 2070 2910 2380 4450 2910 2380 2070 1940 

11.2 39.4 18 118 

107 

A8 
2.2 1000 1400 1140 2140 1400 1140 1000 930 

  32 2200 3080 2510 4710 3080 2510 2200 2050 

  2.4 1040 1460 1200 2240 1460 1200 1040 975 

  35 2290 3220 2640 4930 3220 2640 2290 2150 

8.3-24* W7 

211 993 463 2970 

  1.7 700 980 800 1500 980 800 700 650 

  25 1540 2160 1760 3300 2160 1760 1540 1430 

  2.5 870 1220 1000 1860 1220 1000 870 810 

8PR 36 1920 2690 2200 4100 2690 2200 1920 1780 

8.3 39.1 18.2 116.9 

105 

A8 
2.8 930 1310 1070 2000 1310 1070 930 870 

  41 2050 2890 2360 4410 2890 2360 2050 1920 

  3.1 990 1390 1140 2130 1390 1140 990 925 

  45 2180 3060 2510 4690 3060 2510 2180 2040 

 

  



  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 
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Size 
Recomm

. Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained Torque 
SW OD 

High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

9.5-24* W8 

241 1048 486 3135 

  2.3 1070 1500 1230 2300 1500 1230 1070 1000 

  33 2360 3300 2710 5070 3300 2710 2360 2200 

8PR 2.5 1120 1580 1290 2420 1580 1290 1120 1050 

9.5 41.3 19.1 123.4 

112 

A8 
36 2470 3480 2840 5330 3480 2840 2470 2310 

  2.8 1200 1680 1380 2580 1680 1380 1200 1120 

  41 2640 3700 3040 5680 3700 3040 2640 2470 

9.5-24 W8 

241 1048 486 3135 

  2.3 960 1350 1110 2070 1350 1110 960 900 

  33 2110 2970 2440 4560 2970 2440 2110 1980 

12 PR 2.5 1020 1430 1170 2190 1430 1170 1020 950 

9.5 41.3 19.1 123.4 

116A8 36 2250 3150 2580 4820 3150 2580 2250 2090 

  4 1340 1880 1540 2880 1880 1540 1340 1250 

  58 2950 4140 3390 6340 4140 3390 2950 2750 

11.2-24* W10  

284 1103 509 3299 

  2 1180 1650 1350 2530 1650 1350 1180 1100 

  29 2600 3630 2970 5570 3630 2970 2600 2420 

8PR 2.2 1240 1740 1430 2670 1740 1430 1240 1160 

11.2 43.4 20 129.9 

116 

A8 
32 2730 3830 3150 5880 3830 3150 2730 2560 

  2.5 1340 1880 1540 2880 1880 1540 1340 1250 

  36 2950 4140 3390 6340 4140 3390 2950 2750 

11.2-24 W10  

284 1103 509 3299 

  2.8 1480 2070 1700 3170 2070 1700 1480 1380 

  41 3260 4560 3740 6980 4560 3740 3260 3040 

12PR 3.2 1590 2240 1830 3430 2240 1830 1590 1490 

11.2 43.4 20 129.9 

124 

A8 
46 3500 4930 4030 7560 4930 4030 3500 3280 

  3.6 1710 2400 1970 3680 2400 1970 1710 1600 

  52 3770 5290 4340 8110 5290 4340 3770 3520 

12.4-24* W11 

315 1159 532 3467 

  1.8 1380 1940 1590 2970 1940 1590 1380 1290 

  26 3040 4270 3500 6540 4270 3500 3040 2840 

8PR 2 1470 2060 1690 3150 2060 1690 1470 1370 

12.4 45.6 20.9 136.5 

121 

A8 
29 3240 4540 3720 6940 4540 3720 3240 3020 

  2.2 1550 2180 1780 3340 2180 1780 1550 1450 

  32 3410 4800 3920 7360 4800 3920 3410 3190 



  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 
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Size 
Recomm

. Rim 

Unloaded 

Dimension 
Static 

Load 

Radiu

s 

Rolling 

Circum

. PR & 

LI/SI 

Inflation 

Pressur

e 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained 

Torque SW OD 

High 

Torqu

e 

Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

12.4-24 W11 

315 1159 532 3467 

  2.8 1720 2420 1980 3700 2420 1980 1720 1610 

  41 3790 5330 4360 8150 5330 4360 3790 3550 

12PR 3.2 1860 2610 2140 4000 2610 2140 1860 1740 

12.4 45.6 20.9 136.5 

128 A8 46 4100 5750 4710 8810 5750 4710 4100 3830 

  3.4 1930 2700 2210 4140 2700 2210 1930 1800 

  49 4250 5950 4870 9120 5950 4870 4250 3960 

13.6-24* W12 
345 1210 553 3619 8PR 1.9 1660 2330 1910 3570 2330 1910 1660 1550 

13.6 47.6 21.8 142.5 123 A8 28 3660 5130 4210 7860 5130 4210 3660 3410 

13.6-24 W12 
345 1210 553 3619 12PR 2.9 2030 2850 2340 4370 2850 2340 2030 1900 

13.6 47.6 21.8 142.5 130 A8 42 4470 6280 5150 9630 6280 5150 4470 4190 

14.9-24* W13 

378 1265 576 3784 

  1.5 1730 2430 1990 3730 2430 1990 1730 1620 

  22 3810 5350 4380 8220 5350 4380 3810 3570 

8PR 1.6 1800 2520 2070 3860 2520 2070 1800 1680 

14.9 49.8 22.7 149 

128 A8 23 3960 5550 4560 8500 5550 4560 3960 3700 

  1.8 1930 2700 2210 4140 2700 2210 1930 1800 

  26 4250 5950 4870 9120 5950 4870 4250 3960 

14.9-24 W13 

378 1265 576 3784 

  2.2 2170 3050 2500 4670 3050 2500 2170 2030 

  32 4780 6720 5510 10290 6720 5510 4780 4470 

12PR 2.4 2290 3210 2630 4920 3210 2630 2290 2140 

14.9 49.8 22.7 149 

136 A8 35 5040 7070 5790 10840 7070 5790 5040 4710 

  2.6 2400 3360 2760 5150 3360 2760 2400 2240 

  38 5290 7400 6080 11340 7400 6080 5290 4930 

16.9-24* W15L 

429 1333 604 3987 
  2 2090 2930 2400 4490 2930 2400 2090 1950 

8PR 22 4600 6450 5290 9890 6450 5290 4600 4300 

16.9 52.5 23.8 157 
133 A8 2 2200 3090 2530 4740 3090 2530 2200 2060 

  24 4850 6810 5570 10440 6810 5570 4850 4540 

16.9-24 W15L 

429 1333 604 3987 
  2.2 2770 3890 3190 5960 3890 3190 2770 2590 

12PR 32 6100 8570 7030 13130 8570 7030 6100 5700 

16.9 52.5 23.8 157 
143 A8 2 2920 4090 3350 6270 4090 3350 2920 2725 

  35 6430 9010 7380 13810 9010 7380 6430 6000 

 



  

Mahansaria Tyres Pvt. Ltd. 
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Size 
Recom

m. Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained Torque 
SW OD 

High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

14.9-26 W13 

378 1316 601 3936 

  1.7 1710 2400 1970 3680 2400 1970 1710 1600 

  25 3770 5290 4340 8110 5290 4340 3770 3520 

  1.8 1770 2480 2030 3800 2480 2030 1770 1650 

10PR 26 3900 5460 4470 8370 5460 4470 3900 3630 

14.9 51.8 23.7 155 

129  2 1870 2630 2150 4030 2630 2150 1870 1750 

A8 29 4120 5790 4740 8880 5790 4740 4120 3850 

  2.2 1980 2780 2280 4260 2780 2280 1980 1850 

  32 4360 6120 5020 9380 6120 5020 4360 4070 

14.9-26 W13 

378 1316 601 3936 

  2.1 1960 2750 2250 4210 2750 2250 1960 1830 

  30 4320 6060 4960 9270 6060 4960 4320 4030 

  2.3 2070 2900 2370 4440 2900 2370 2070 1930 

10PR 33 4560 6390 5220 9780 6390 5220 4560 4250 

14.9 51.8 23.7 155 

129  2.5 2170 3050 2500 4670 3050 2500 2170 2030 

A8 36 4780 6720 5510 10290 6720 5510 4780 4470 

  2.7 2270 3180 2610 4880 3180 2610 2270 2120 

  39 5000 7000 5750 10750 7000 5750 5000 4670 

16.9-26 W15L 

429 1384 629 4140 

  1.6 1990 2790 2290 4280 2790 2290 1990 1860 

  23 4380 6150 5040 9430 6150 5040 4380 4100 

  1.7 2070 2900 2370 4440 2900 2370 2070 1930 

10PR 25 4560 6390 5220 9780 6390 5220 4560 4250 

16.9 54.5 24.8 163 

133  1.8 2140 3000 2460 4600 3000 2460 2140 2000 

A8 26 4710 6610 5420 10130 6610 5420 4710 4410 

  1.9 2200 3090 2530 4740 3090 2530 2200 2060 

  28 4850 6810 5570 10440 6810 5570 4850 4540 

11.2-28* W10 

284 1205 560 3604 

  2 1230 1730 1410 2650 1730 1410 1230 1150 

  29 2710 3810 3110 5840 3810 3110 2710 2530 

8PR 2.2 1310 1830 1500 2810 1830 1500 1310 1220 

11.2 47.4 22 141.9 

118  32 2890 4030 3300 6190 4030 3300 2890 2690 

A8 2.5 1410 1980 1620 3040 1980 1620 1410 1320 

  36 3110 4360 3570 6700 4360 3570 3110 2910 

12.4-28* W11 

315 1260 582 3769 

  1.9 1520 2130 1750 3270 2130 1750 1520 1420 

  28 3350 4690 3850 7200 4690 3850 3350 3130 

8PR 2.1 1620 2270 1860 3470 2270 1860 1620 1510 

12.4 49.6 22.9 148.4 

123  30 3570 5000 4100 7640 5000 4100 3570 3330 

A8 2.2 1660 2330 1910 3570 2330 1910 1660 1550 

  32 3660 5130 4210 7860 5130 4210 3660 3410 

 

 



  

Mahansaria Tyres Pvt. Ltd. 
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Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and Sustained 

Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

12.4-28 W11 

315 1260 582 3769 

  2.9 1870 2630 2150 4030 2630 2150 1870 1750 

  42 4120 5790 4740 8880 5790 4740 4120 3850 

12PR 3.2 1980 2780 2280 4260 2780 2280 1980 1850 

12.4 49.6 22.9 148.4 

131 

A8 
46 4360 6120 5020 9380 6120 5020 4360 4070 

  3.5 2090 2930 2400 4490 2930 2400 2090 1950 

  51 4600 6450 5290 9890 6450 5290 4600 4300 

13.6-28* W12 

345 1311 604 3921 

  1.7 1660 2330 1910 3570 2330 1910 1660 1550 

  25 3660 5130 4210 7860 5130 4210 3660 3410 

8PR 1.8 1710 2400 1970 3680 2400 1970 1710 1600 

13.6 51.6 23.8 154.4 

125 

A8 
26 3770 5290 4340 8110 5290 4340 3770 3520 

  1.9 1770 2480 2030 3800 2480 2030 1770 1650 

  28 3900 5460 4470 8370 5460 4470 3900 3630 

14.9-28* W13 

378 1367 627 4089 

  1.5 1830 2570 2100 3930 2570 2100 1830 1710 

  22 4030 5660 4630 8660 5660 4630 4030 3770 

8PR 1.7 1970 2760 2260 4230 2760 2260 1970 1840 

14.9 53.8 24.7 161 

130  25 4340 6080 4980 9320 6080 4980 4340 4050 

A8 1.8 2030 2850 2340 4370 2850 2340 2030 1900 

  26 4470 6280 5150 9630 6280 5150 4470 4190 

14.9-28 W13 

378 1367 627 4089 

  2.2 2230 3120 2560 4780 3120 2560 2230 2080 

  32 4910 6870 5640 10530 6870 5640 4910 4580 

12PR 2.4 2340 3290 2690 5040 3290 2690 2340 2190 

14.9 53.8 24.7 161 

137  35 5150 7250 5930 11100 7250 5930 5150 4820 

A8 2.6 2460 3450 2830 5290 3450 2830 2460 2300 

  38 5420 7600 6230 11650 7600 6230 5420 5070 

16.9-28* W15L 

429 1435 655 4292 
  2 2200 3090 2530 4740 3090 2530 2200 2060 

8PR 22 4850 6810 5570 10440 6810 5570 4850 4540 

16.9 56.5 25.8 169 

135 

A8 
2 2330 3270 2680 5010 3270 2680 2330 2180 

  24 5130 7200 5900 11040 7200 5900 5130 4800 

16.9-28 W15L 

429 1435 655 4292 
  2 2210 3110 2550 4760 3110 2550 2210 2070 

12PR 22 4870 6850 5620 10480 6850 5620 4870 4560 

16.9 56.5 25.8 169 
143  2 2920 4090 3350 6270 4090 3350 2920 2725 

A8 35 6430 9010 7380 13810 9010 7380 6430 6000 

 

 



  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 

T: +91 22 4348 1600 • E: enquiry@ascensotyres.com • W: www.ascensotyres.com 

Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and Sustained 

Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

7.2-30 W6 

183 1095 519 3275 

  1.8 650 920 750 1400 920 750 650 610 

  26 1430 2030 1650 3080 2030 1650 1430 1340 

  1.9 670 950 770 1450 950 770 670 630 

6PR 28 1480 2090 1700 3190 2090 1700 1480 1390 

7.2 43.1 20.4 128.9 

96 

A8 
2.1 720 1010 820 1540 1010 820 720 670 

  30 1590 2220 1810 3390 2220 1810 1590 1480 

  2.3 760 1070 870 1630 1070 870 760 710 

  33 1670 2360 1920 3590 2360 1920 1670 1560 

9.5-30 W7 

241 1200 562 3589 

  2.2 1010 1410 1160 2160 1410 1160 1010 940 

  32 2220 3110 2560 4760 3110 2560 2220 2070 

  2.4 1060 1490 1220 2280 1490 1220 1060 990 

6PR 35 2330 3280 2690 5020 3280 2690 2330 2180 

9.5 47.2 22.1 141.3 

111  2.6 1110 1560 1280 2390 1560 1280 1110 1040 

A8 38 2440 3440 2820 5260 3440 2820 2440 2290 

  2.8 1170 1640 1340 2510 1640 1340 1170 1090 

  41 2580 3610 2950 5530 3610 2950 2580 2400 

14.9-30 W13 

378 1418 652 4241 

  1.5 1680 2360 1930 3610 2360 1930 1680 1570 

  22 3700 5200 4250 7950 5200 4250 3700 3460 

  1.6 1740 2450 2000 3750 2450 2000 1740 1630 

8PR 23 3830 5400 4410 8260 5400 4410 3830 3590 

14.9 55.8 25.7 167 

127  1.7 1810 2540 2080 3890 2540 2080 1810 1690 

A8 25 3990 5590 4580 8570 5590 4580 3990 3720 

  1.8 1870 2630 2150 4030 2630 2150 1870 1750 

  26 4120 5790 4740 8880 5790 4740 4120 3850 

16.9-30* W15L 

429 1485 680 4442 
  2 2330 3270 2680 5010 3270 2680 2330 2180 

8PR 22 5130 7200 5900 11040 7200 5900 5130 4800 

16.9 58.5 26.8 174.9 
137  2 2460 3450 2830 5290 3450 2830 2460 2300 

A8 24 5420 7600 6230 11650 7600 6230 5420 5070 

16.9-30 W15L 

429 1485 680 4442 
  2 2860 4010 3280 6140 4010 3280 2860 2670 

12PR 33 6300 8830 7220 13520 8830 7220 6300 5880 

16.9 58.5 26.8 174.9 
144  3 3000 4200 3440 6440 4200 3440 3000 2800 

A8 36 6610 9250 7580 14190 9250 7580 6610 6170 

16.9-30 W15L 

429 1485 680 4442 
  3 3070 4310 3530 6600 4310 3530 3070 2870 

14PR 38 6760 9490 7780 14540 9490 7780 6760 6320 

16.9 58.5 26.8 174.9 
146  3 3210 4500 3690 6900 4500 3690 3210 3000 

A8 41 7070 9910 8130 15200 9910 8130 7070 6610 
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Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and Sustained 

Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

18.4-30* W16L 

467 1552 707 4642 

  1.2 2380 3330 2730 5110 3330 2730 2380 2220 

  17 5240 7330 6010 11260 7330 6010 5240 4890 

8PR 1.3 2490 3500 2870 5360 3500 2870 2490 2330 

18.4 61.1 27.8 182.8 

139  19 5480 7710 6320 11810 7710 6320 5480 5130 

A8 1.4 2600 3650 2990 5590 3650 2990 2600 2430 

  20 5730 8040 6590 12310 8040 6590 5730 5350 

18.4-30 W16L 

467 1552 707 4642 

  1.2 2350 3300 2710 5060 3300 2710 2350 2200 

  17 5180 7270 5970 11150 7270 5970 5180 4850 

14PR 1.3 2470 3470 2840 5310 3470 2840 2470 2310 

18.4 61.1 27.8 182.8 

152  19 5440 7640 6260 11700 7640 6260 5440 5090 

A8 2.7 3800 5330 4370 8170 5330 4370 3800 3550 

  39 8370 11740 9630 18000 11740 9630 8370 7820 

18.4-30 W16L 

467 1552 707 4642 

  2.5 3680 5160 4230 7910 5160 4230 3680 3440 

  36 8110 11370 9320 17420 11370 9320 8110 7580 

16PR 2.7 3850 5400 4430 8280 5400 4430 3850 3600 

18.4 61.1 27.8 182.8 

154  39 8480 11890 9760 18240 11890 9760 8480 7930 

A8 2.9 4010 5630 4610 8630 5630 4610 4010 3750 

  42 8830 12400 10150 19010 12400 10150 8830 8260 

8.3-32 W7 

211 1195 565 3574 

  2.5 1020 1330 1140 2190 1330 1140 950 855 

  36 2250 2930 2510 4820 2930 2510 2090 1880 

8PR 2.7 1060 1390 1190 2280 1390 1190 990 891 

111  39 2330 3060 2620 5020 3060 2620 2180 1960 

8.3 47 22.2 140.7 

A6 2.9 1100 1440 1240 2370 1440 1240 1030 927 

107  42 2420 3170 2730 5220 3170 2730 2270 2040 

A8 3.2 1170 1530 1310 2510 1530 1310 1090 975 

  46 2580 3370 2890 5530 3370 2890 2400 2150 

8.3-32 

HD 
W7 

211 1195 565 3574 

  2.5 1020 1330 1140 2190 1330 1140 950 855 

  36 2250 2930 2510 4820 2930 2510 2090 1880 

8PR 2.7 1060 1390 1190 2280 1390 1190 990 891 

111 39 2330 3060 2620 5020 3060 2620 2180 1960 

8.3 47 22.2 140.7 

A6 2.9 1100 1440 1240 2370 1440 1240 1030 927 

107 42 2420 3170 2730 5220 3170 2730 2270 2040 

A8 3.2 1170 1530 1310 2510 1530 1310 1090 975 

 46 2580 3370 2890 5530 3370 2890 2400 2150 

 



  

Mahansaria Tyres Pvt. Ltd. 

3rd Floor, Peninsula Chambers, Ganpat Rao Kadam Marg, Lower Parel West, Mumbai 400013, India 
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Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 
Road Operation; Not high and Sustained 

Torque SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

9.5-32 W7 

241 1251 587 3741 

  1.7 900 1260 1030 1930 1260 1030 900 840 

  25 1980 2780 2270 4250 2780 2270 1980 1850 

  1.8 930 1310 1070 2000 1310 1070 930 870 

6PR 26 2050 2890 2360 4410 2890 2360 2050 1920 

9.5 49.3 23.1 147.3 

106  1.9 960 1350 1110 2070 1350 1110 960 900 

A8 28 2110 2970 2440 4560 2970 2440 2110 1980 

  2.1 1020 1430 1170 2190 1430 1170 1020 950 

  30 2250 3150 2580 4820 3150 2580 2250 2090 

12.4-32 W11 

315 1362 633 4074 

  1.9 1630 2280 1870 3500 2280 1870 1630 1520 

  28 3590 5020 4120 7710 5020 4120 3590 3350 

8PR 2.1 1720 2420 1980 3700 2420 1980 1720 1610 

12.4 53.6 24.9 160.4 

125 

A8 
30 3790 5330 4360 8150 5330 4360 3790 3550 

  2.2 1770 2480 2030 3800 2480 2030 1770 1650 

  32 3900 5460 4470 8370 5460 4470 3900 3630 

16.9-34* W15L 

429 1587 731 4747 
  1.5 2460 3450 2830 5290 3450 2830 2460 2300 

8PR 22 5420 7600 6230 11650 7600 6230 5420 5070 

16.9 62.5 28.8 186.9 

139 

A8 
1.7 2600 3650 2990 5590 3650 2990 2600 2430 

  24 5730 8040 6590 12310 8040 6590 5730 5350 

16.9-34 W15L 

429 1587 731 4747 

12PR 

 

144 

A8 

1.8 2880 3770 3230 5770 3770 3090 2690 2510 

26 6340 8300 7110 12710 8300 6810 5930 5530 

1.9 2960 3880 3320 5960 3890 3190 2770 2590 

28 6520 8550 7310 13130 8570 7030 6100 5700 

16.9 62.5 28.8 186.9 

2.1 3150 4120 3530 6330 4130 3380 2940 2750 

30 6940 9070 7780 13940 9100 7440 6480 6060 

2.3 3210 4200 3600 6440 4200 3440 3000 2800 

33 7070 9250 7930 14190 9250 7580 6610 6170 
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Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained Torque 
SW OD 

High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

16.9-34 W15L 

429 1587 731 4747 

14PR 

 

149 

A8 

2.2 3230 4230 3620 6490 4230 3470 3020 2820 

32 7110 9320 7970 14300 9320 7640 6650 6210 

2.4 3400 4450 3820 6830 4460 3650 3180 2970 

35 7490 9800 8410 15040 9820 8040 7000 6540 

16.9 62.5 28.8 186.9 

2.6 3560 4660 4000 7150 4670 3830 3330 3110 

38 7840 10260 8810 15750 10290 8440 7330 6850 

2.8 3720 4870 4180 7480 4880 4000 3480 3250 

41 8190 10730 9210 16480 10750 8810 7670 7160 

18.4-34* W16L 

467 1654 758 4947 

  
1.2 2590 3630 2980 5570 3630 2980 2590 2420 

  
17 5700 8000 6560 12270 8000 6560 5700 5330 

8PR 1.3 2720 3810 3120 5840 3810 3120 2720 2540 

18.4 65.1 29.8 194.8 

142 

A8 
19 5990 8390 6870 12860 8390 6870 5990 5590 

  1.4 2840 3980 3260 6100 3980 3260 2840 2650 

  20 6260 8770 7180 13440 8770 7180 6260 5840 

18.4-34 W16L 

467 1654 758 4947 

  
1.2 2550 3570 2930 5470 3570 2930 2550 2380 

  
17 5620 7860 6450 12050 7860 6450 5620 5240 

14PR 1.3 2660 3740 3060 5730 3740 3060 2660 2490 

18.4 65.1 29.8 194.8 

153 

A8 
19 5860 8240 6740 12620 8240 6740 5860 5480 

  2.5 3910 5480 4490 8400 5480 4490 3910 3650 

  36 8610 12070 9890 18500 12070 9890 8610 8040 
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Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained Torque 

SW OD 
High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 

static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

12.4-36 W11L 

315 
146

4 
684 4379 

  1.9 1670 2340 1920 3590 2340 1920 1670 1560 

  28 3680 5150 4230 7910 5150 4230 3680 3440 

8PR 2.1 1770 2480 2030 3800 2480 2030 1770 1650 

12.4 57.6 26.9 172.4 

126 

A8 
30 3900 5460 4470 8370 5460 4470 3900 3630 

  2.2 1820 2550 2090 3910 2550 2090 1820 1700 

  32 4010 5620 4600 8610 5620 4600 4010 3740 

12.4-36 W11L 

315 
146

4 
684 4379 

  1.9 1690 2370 1940 3630 2370 1940 1690 1580 

  28 3720 5220 4270 8000 5220 4270 3720 3480 

14PR 2.1 1790 2510 2050 3840 2510 2050 1790 1670 

12.4 57.6 26.9 172.4 

139 

A8 
30 3940 5530 4520 8460 5530 4520 3940 3680 

  4 2600 3650 2990 5590 3650 2990 2600 2430 

  58 5730 8040 6590 12310 8040 6590 5730 5350 

13.6-36 W12 

345 
151

4 
705 4529 

  1.7 1850 2600 2130 3980 2600 2130 1850 1730 

  25 4070 5730 4690 8770 5730 4690 4070 3810 

8PR 1.8 1920 2690 2200 4120 2690 2200 1920 1790 

13.6 59.6 27.8 178.3 

129 

A8 
26 4230 5930 4850 9070 5930 4850 4230 3940 

  1.9 1980 2780 2280 4260 2780 2280 1980 1850 

  28 4360 6120 5020 9380 6120 5020 4360 4070 

13.6-36 W12 

345 
151

4 
705 4529 

  2.7 2290 3210 2630 4920 3210 2630 2290 2140 

  39 5040 7070 5790 10840 7070 5790 5040 4710 

12PR 2.9 2390 3350 2740 5130 3350 2740 2390 2230 

13.6 59.6 27.8 178.3 

138 

A8 
42 5260 7380 6040 11300 7380 6040 5260 4910 

  3.2 2530 3540 2900 5430 3540 2900 2530 2360 

  46 5570 7800 6390 11960 7800 6390 5570 5200 

13.6-36 W12 

345 
151

4 
705 4529 

  2.9 2540 3560 2920 5450 3560 2920 2540 2370 

  42 5590 7840 6430 12000 7840 6430 5590 5220 

14PR 3.2 2690 3770 3090 5770 3770 3090 2690 2510 

13.6 59.6 27.8 178.3 

142 

A8 
46 5930 8300 6810 12710 8300 6810 5930 5530 

  3.5 2840 3980 3260 6100 3980 3260 2840 2650 

  51 6260 8770 7180 13440 8770 7180 6260 5840 
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Size 
Recom

m. Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rollin

g 

Circu

m. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained 

Torque SW OD 

High 

Torqu

e 

Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

13.6-38* W12 

345 1565 730 4681 

8PR 

131 A8 

1.6 1830 2570 2100 3930 2570 2100 1830 1710 

23 4030 5660 4630 8660 5660 4630 4030 3770 

1.7 1890 2660 2180 4070 2660 2180 1890 1770 

25 4160 5860 4800 8960 5860 4800 4160 3900 

13.6 61.6 28.7 184.3 

1.8 1960 2750 2250 4210 2750 2250 1960 1830 

26 4320 6060 4960 9270 6060 4960 4320 4030 

2.0 2090 2930 2400 4490 2930 2400 2090 1950 

29 4600 6450 5290 9890 6450 5290 4600 4300 

13.6-38 W12 

345 1565 730 4681 

10PR 

136 A8 

1.9 2040 2870 2350 4390 2870 2350 2040 1910 

28 4490 6320 5180 9670 6320 5180 4490 4210 

2.1 2160 3030 2480 4650 3030 2480 2160 2020 

30 4760 6670 5460 10240 6670 5460 4760 4450 

13.6 61.6 28.7 184.3 

2.3 2280 3200 2620 4900 3200 2620 2280 2130 

33 5020 7050 5770 10790 7050 5770 5020 4690 

2.5 2400 3360 2760 5150 3360 2760 2400 2240 

36 5290 7400 6080 11340 7400 6080 5290 4930 

13.6-38 W12 

345 1565 730 4681 

14PR 

138 A8 

2.7 2160 3030 2480 4650 3030 2480 2160 2020 

39 4760 6670 5460 10240 6670 5460 4760 4450 

2.9 2260 3170 2600 4850 3170 2600 2260 2110 

42 4980 6980 5730 10680 6980 5730 4980 4650 

13.6 61.6 28.7 184.3 

3.2 2400 3360 2760 5150 3360 2760 2400 2240 

46 5290 7400 6080 11340 7400 6080 5290 4930 

3.5 2530 3540 2900 5430 3540 2900 2530 2360 

51 5570 7800 6390 11960 7800 6390 5570 5200 

15.5-38* W14L 

394 1569 732 4712 

8PR 

133 A8 

1.5 1980 2780 2280 4260 2780 2280 1980 1850 

22 4360 6120 5020 9380 6120 5020 4360 4070 

1.6 2050 2880 2360 4420 2880 2360 2050 1920 

15.5 61.8 28.8 185.5 

23 4520 6340 5200 9740 6340 5200 4520 4230 

1.8 2200 3090 2530 4740 3090 2530 2200 2060 

26 4850 6810 5570 10440 6810 5570 4850 4540 
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Size 
Recom

m. Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. PR & 

LI/SI 

Inflati

on 

Pressu

re 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained 

Torque SW OD 

High 

Torqu

e 

Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

15.5-38 W14L 

394 1569 732 4712 

  1.8 2180 2860 2450 4690 2860 2450 2040 1840 

  26 4800 6300 5400 10330 6300 5400 4490 4050 

10PR 2 2320 3040 2600 4990 3040 2600 2170 1950 

15.5 61.8 28.8 185.5 

138 

A6 
29 5110 6700 5730 10990 6700 5730 4780 4300 

  2.3 2530 3300 2830 5430 3300 2830 2360 2120 

  33 5570 7270 6230 11960 7270 6230 5200 4670 

15.5-38 W14L 

394 1569 732 4712 

  2 2260 2950 2530 4850 2950 2530 2110 1900 

  29 4980 6500 5570 10680 6500 5570 4650 4190 

12PR 2.4 2510 3290 2820 5410 3290 2820 2350 2120 

15.5 61.8 28.8 185.5 

141 

A6 
35 5530 7250 6210 11920 7250 6210 5180 4670 

  2.8 2760 3610 3090 5920 3610 3090 2575 2320 

  41 6080 7950 6810 13040 7950 6810 5670 5110 

16.9-38* W15L 

429 1689 782 5052 
  1.5 2610 3660 3000 5610 3660 3000 2610 2440 

8PR 22 5750 8060 6610 12360 8060 6610 5750 5370 

16.9 66.5 30.8 198.9 

141 

A8 
1.7 2760 3860 3170 5920 3860 3170 2760 2575 

  24 6080 8500 6980 13040 8500 6980 6080 5670 

16.9-38 W15L 

429 1689 782 5052 

  2.4 3520 4940 4050 7570 4940 4050 3520 3290 

14PR 35 7750 
1088

0 
8920 16670 10880 8920 7750 7250 

16.9 66.5 30.8 198.9 

151 

A8 
2.6 3690 5180 4240 7940 5180 4240 3690 3450 

  38 8130 
1141

0 
9340 17490 11410 9340 8130 7600 
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Size 
Recomm. 

Rim 

Unloaded 

Dimension Static 

Load 

Radius 

Rolling 

Circum. 
PR & 

LI/SI 

Inflation 

Pressure 

Recommend load (kg) (lbs) 

Speed (kmph) (mph) 

Field operation 

Road Operation; Not high and Sustained Torque 
SW OD 

High 

Torque 
Low Torque 

mm mm mm mm bar 10 10 20 
static 

10 20 30 40 

inch inch inch inch psi 6 6 12 6 12 19 25 

18.4-38* W16L 

467 1755 809 5249 

  1.2 2660 3740 3060 5730 3740 3060 2660 2490 

  17 5860 8240 6740 12620 8240 6740 5860 5480 

8PR 1.3 2790 3920 3210 6000 3920 3210 2790 2610 

18.4 69.1 31.9 206.7 

143 

A8 
19 6150 8630 7070 13220 8630 7070 6150 5750 

  1.4 2920 4090 3350 6270 4090 3350 2920 2725 

  20 6430 9010 7380 13810 9010 7380 6430 6000 

18.4-38 W16L 

467 1755 809 5249 

  2.2 3770 5280 4330 8100 5280 4330 3770 3520 

  32 8300 11630 9540 17840 11630 9540 8300 7750 

14PR 2.4 3960 5550 4550 8510 5550 4550 3960 3700 

18.4 69.1 31.9 206.7 

155 

A8 
35 8720 12220 10020 18740 12220 10020 8720 8150 

  2.6 4150 5810 4770 8910 5810 4770 4150 3875 

  38 9140 12800 10510 19630 12800 10510 9140 8540 

 

Note: The size marked in * are available in both TT & TL, rest sizes are in TT.             

            SB-Steel Belted,  SG-Stubble Guard, HD- Heavy Duty. 

Note: All tyres confirm to ETRTO standards 

 


